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WinCem® 3D – A New Perspective in Kiln Shell Scanning

Thermoteknix Systems Ltd has released a break through product in the field of kiln shell scanning. WinCem®3D is a step into reality with real time, 3 dimensional kiln shell display of shell temperatures, brick work and coating. WinCem®3D allows operators to view their kiln shell from any position and distance, even inside the kiln to see bricks as they really are. 

Until now, all kiln shell scanning systems have relied on a graphic X/Y display of temperatures and their representation on a static 2D map. This relies upon the operator manually translating the flat map onto the real shape and perspective of the kiln. Brick and coating displays when available, have been presented as quite separate data. WinCem® 3D breaks with traditional formats and uses state of the art Virtual Reality graphics to present the kiln as it really is: A three dimensional rotating cylinder with vital information on the shell, brickwork layer and internal coating.

Thermoteknix Systems has a well-established reputation for leading edge products and technological breakthroughs – WinCem® 3D marks another milestone to this record. Operators can now fully survey the whole of their kiln, inside and out, from any angles or position without needing to leave the control room. 

WinCem® 3D is a full Client-Server 32 bit distributed information system with user configurable windows.  Each PC workstation throughout the plant can independently display live or historical shell, refractory and coating information. Alarms and outputs are available for monitoring or warning on any PC an integrated Even Logger keeps track of hot spots, alarms, system and operator entered event data. The WinCem® 3D software gives the user a very flexible interface. Users can now have a real time display of current trends combined with alarlm status and 3D kiln images to ensure that no detail is left undetected by the system.

A revolutionary trending module provides ‘Back to the Future’ tracking for multiple rate and absolute value trending display. Its integral prediction feature enables critical limits to be identified long before refractory problems arise. 

Current and historical refractory charts are incorporated through WinBrix® Lite which is packaged with the WinCem® 3D system. WinCem® 3D has advanced levels of configuration under plant engineers control and all aspects of display and measurement can be set through password protected access. 

With multiple language support including German, French, Italian, Spanish and Polish and with continuous data storage in industry standard SQL format for historical data recall at the touch of a button, WinCem® 3D is a must for the competitive industry edge.

Advanced WinCem® 3D software enables a multitude of operator kiln viewing positions and angles and is available for all of Thermoteknix Centurion based shell scanning systems bringing a new dimension to satisfy new and existing users. 

A new dimension of kiln shell temperature scanning has arrived… and it’s WinCem® 3D.
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